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GENERAL:

RATING PLATES (BILINGUAL) - TECHNICAL

REQUIREMENTS AND GENERAL LAYOUT.

1.1 This standard specifies sizes, material, layout , ordering details and other general
Requirements for rating plates (Bilingual) i.e. Hindi and English to be used on various
Equipment’s manufactured by BHEL.

1.2 All inscriptions on the rating plates shall be bilingual i.e. Hindi and English.

20LAYOUT:

2.1 The rating plate is divided into 3 portions by the two main dividing lines and contents
of each portion shall be as follows:

2.1.1Top portion:

Name of the company and company’s monogram shall appear in this portion. Layout, Style
and design of letters etc. are fixed for all the rating plates and are specified in this standard.
Company's name in Hindi shall be on top and English on bottom.

2.1.2 Middle portion:

Name of the equipment ratings, diagrams in case of combined rating and diagram plates
and other details (as required) shall appear in this portion. Specification No.(to which the
equipment is manufactured). Serial No. of equipment name of manufacturing division i.e.
'Bhopal' etc. and year of manufacture shall also be included in above details.

Keeping in view the uniformity and overall appearance the following shall be strictly
followed.

a) Name of the equipment shall always appear at the middle portion of the plate.

b) Name of the manufacturing division i.e. Bhopal etc. shall always appear on the right hand side
of the pad in Hindi on top and in English script below it. Its location is permanently fixed for all
rating plates in between the pads of serial No. and year as shown in Fig. 1

¢) Rating description shall be in two languages with Hindi on top and English at the bottom.
The rating values and units on the right hand portion of the pads shall be in English script only.
However the layout of contents of this portion may vary as per products. The contents may be
suitably arranged in 2 or 3 rows (as required).
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d) All the rating particulars etc. shall appear on separate pads and shall be further separated by the
dividing lines as illustrated In Fig. 1. Presentation, sequence of "different languages for various
inscriptions, style and design of letters is fixed for all the rating plates and shall be as specified in
this standard. The ratings shall be written in the center of the blocks or slightly higher, as shown in
clause A2 of Annexure - A

2.1.3 Bottom Portion:
'MADE IN INDIA' along with inscription to this effect in Hindi shall appear in this portion. Layout,

sequence of languages, letter styles etc. are fixed for all the rating plates and shall be as specified in
this standard.

2.2 A border shall be provided all around the rating plate as specified in this standard (See Fig. 1 for
illustrated example).

3.0MATERIAL:

3.1 Stainless steel sheet grade X04Cr19Ni9 solution Annealed (AA 10 739).

-—

4.0 DIMENSIONS:
4.1 Dimensions of plate, monogram size, fixing details and other dimensions shall be as specified in
Table - 1.

4.2 Dimensions of various details of company's monogram shall be as per Corporate Standard
AA 040 11 20.

5.0LETTERING :

5.1 Style and Design of English letters shall as per standard AA 042 14 (3.

5.2 Style and Design of Hindi letters shall be as per standard AA 042 14 02.
5.3Letter heights for various headings for a particular plate size shall be as specified in table - 2.

6-0 FINISH AND OTHER TECHNICAL REQUIREMENTS:
6.1 SS plate (to be used for rating plate) should have a standard polished surface finish as per
finish number 4 indicated in 1$:6911-1992 clause 15. i

6.2 All rating plates shall be manufactured by etching and shall meet the following technical and other
requirements.
6.2.1 Top Portion: All letters of the name of the company and monogram with border shall be raised.

The background shall be etched and finished black. (Stoving enamel).

6.2.2 Middle Portion: The following details of this portion shall be raised.
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- All letters for the name of the equipment.

- All pads on which the rating particulars shall appear.

The following details of this portion shall be etched and finished black (stoving enamel).

- All letters, numerals etc. of rating details appearing on the pads.
- All the dividing lines separating the pads from each other.
- Remaining area in the background.

6.2.3 Bottom Portion: All letters shall be raised and remaining area in the
background shall be etched and finished black (sieving enamel).

6.2.4 Border around the rating plate and the two dividing lines shall be raised.
7.0TECHNICAL DELIVERY CONDITIONS : As per BHEL standard AA 085 14 14.

7.1 REFERRED STANDARDS (Latest Publications Including Amendments)

1) AA 040 11 20 2) AA 040 12 12 3) AA 042 14 02
4) AA 042 14 03 51 AA 085 14 14 6) AA 71221 01
7) AA 10 739 8) 1S:6911

9.0 NOTE :

—y

9.1 Weights given in table -1 are approximate and have been calculated on the basis that steels weights

785 glem’.
9.2 For general instructions see Annexure - A.

9.3 A sample Rating Plate of Turbo-generator has been shown in Annexure - B.







